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SRS TOP
The aluminium roller shutter mod. TOP is assembled with profi-
les H30 or H38, is realized with the required heights in extruded 
shapes and special characteristics and can be used for the main 
compartments, in substitution to troublesome leaf-doors. Usually 
the roller shutters are delivered silver anodized or RAL 7035 pain-
ted, or on demand painted in different RAL colours.

The space-saving TOP shutters have a special wrapping roll Ø45 or Ø60, pre-set in accordance to the shutters 
dimensions.

The roller shutter will be delivered divided into parts, which can be easy assembled:

- 1 pre-assembled shutter complete with closing end with or without key
- 1 pair of vertical guides
- 1 pre-set wrapping roll
- 1 box with accessories

+ required optionals

EXPLODED VIEW

USEFUL AREA
Max. recommended area 5 m2

Width max. 2,5 m

Height max. 2,4 m

Width min. 0,45 m

Pos. Description Code
1 roll group with holders 70136.03
2 little leaf rubber 7007
3 middle rubber 7023
4 shutter profile 7024
5 right sliding plate 7010
6 left sliding plate 7025
7 lateral guide 7003
8 seal rubber 7026
9 little cover 7027
10 wheel group 7104
11 left fixing plate 7028
12 right fixing plate 7029
13 roll space 70017
14 pin with bearing 70018
15 barlock with key 70180.00
16 grip profile 70169.00
17 locking 7006
18 closing group with key 7101
19 closing group without key 7102
20 locking 7006.1
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MEASUREMENTS
H tot Total height
H int Internal height
L Sliding room
C Light height
WU Light width 
WS Total width
D Guide and gasket edge
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AVAILABLE MOUNTING PROFILES
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Only for H30 - H 38

Only for H35







MOUNTING INSTRUCTIONS
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Pos. Description Code
1 barlock with key 70180.00
2 grip profile 70169.00
3 leaf rubber 70007.00
4 lower profile 70014.00
5 middle rubber 70023.00
6 shutter profile 70168.00
7 roll group 71003.00
8 right sliding plate h38 70010.dx
9 left sliding plate h38 70010.sx
10 lower locking 70150.03
11 lateral guide 70003.00
12 seal rubber 70026.00
13 little cover 70027.00
14 wheel group 71004.00
15 right fixing plate 70105.00
16 left fixing plate 70104.00
17 roll space 70017.00
18 pin with bearing 70018.00
19 right sliding plate h30 70177.dx
20 left sliding plate h30 70177.sx
21 upper locking 70175.00
22 gutter profile 70181.02
23 pulling belt 70181.01
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MOUNTING INSTRUCTIONS
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1.	 Mount the lower profile
2.	 Place the guides
3.	 Mount the upper cover
4.	 Position the plates with the wheels and the roll holders (already mounted) in reference 

to the guides (see plan)
5.	 Fit the plates
6.	 Insert the roll into the holders in the correct position, like shown in the plan and on the 

roll
7.	 Remove the guides
8.	 Insert the shutter into the opening from the front side (the shutter looks like shown in 

the spare parts plan)
9.	 Mount again the guides and fit them definitively
10.	 Fit the belts on the preset roll
11.	 Remove the roll security, turn it manually in the loading direction and release it. 

(Attention: now the shutter will wrap around the roll). In order to load it follow the load 
direction and number of turns indicated on the roll.

12.	 Fix the lockings on the outside of the guides, in the lower position
13.	 Fix the lockings on the outside of the guides, in the upper position
14.	 Fit the gutter profile (if requested/supplied)
15.	 Lubricate the sliding guides

Please note: The supplied cover can be replaced by a built-in frame.
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Vehicle roof

Little cover

Vehicle side

Guide

Roller Shutter

Little cover

Roll support plate

VTSP 3,5x16

Pierce and flare



MOUNTING INSTRUCTIONS
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Pos. Description Code
1 closing group with key 71001.00
2 closing group without key 71002.00
3 lower rubber 70007.00
4 lower profile 70014.00
5 middle rubber 70023.00
6 shutter profile 70024.00
7 roll group 71003.00
8 right sliding plate h38 70010.dx
9 left sliding plate h38 70010.sx
10 lateral guide 70003.00
11 pulling belt 70181.01
12 seal rubber 70026.00
13 little cover 70027.00
14 wheel group 71004.00
15 right fixing plate 70104.00
16 left fixing plate 70105.00
17 roll space 70017.00
18 pin with bearing 70018.00
19 gutter profile 70181.02
20 locking 70006.01
21 upper block 70181.03
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MOUNTING INSTRUCTIONS
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1.	 Mount the lower profile
2.	 Place the guides
3.	 Mount the upper cover
4.	 Position the plates with the wheels and the roll holders (already mounted) in reference to 

the guides (see plan)
5.	 Fix the plates
6.	 Insert the roll into the holders in the correct position, like shown in the plan and on the roll
7.	 Remove the guides
8.	 Insert the shutter into the opening from the front side (the shutter looks like shown in the 

spare parts plan)
9.	 Mount again the guides and fit them definitively
10.	 Fit the belts on the preset roll
11.	 Remove the roll security, turn it manually in the loading direction and release it. (Attention: 

now the shutter will wrap around the roll). In order to load it follow the load direction and 
number of turns indicated on the roll.

12.	 Fix the lockings on the inner side of the guides at about 6 cm from the lower profile (use 
the slots for the centering)

13.	 Fit the gutter profile (if requested/supplied)
14.	 Lubricate the sliding guides

Please note: The supplied cover can be replaced by a built-in frame.

Vehicle roof

Little cover

Vehicle side

Guide

Roller Shutter

Little cover

Roll support plate

VTSP 3,5x16

Pierce and flare
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REQUEST FOR ROLLER SHUTTERS FOR SPECIAL VEHICLES

SHUTTER DIMENSIONS

Customer:

Date:

Delivery date:

Note:

Offer: Order:

Quantity

H Tot. height

H Internal height

C Passing height

WS Total Width

note:

SRS Roller Shutters s.r.l.
Via Enrico Fermi, 56
25064 Gussago (BS)
Tel. +39 030 3733916
Fax +39 030 3733762
info@srs-shutters.com
www.srs-shutters.com

SLIDING SYSTEM

P
N.B.:
dimens max
1,5 mqP =...........

CLOSING END MODEL SIDE PROFILE

ANODIZED

ANODIZED

RAW QUANTITY

STOP LOWER PROFILE

ANODIZED LENGHT

GRIP

PAINTED

PAINTED

LOWER PROFILE

GUTTER PROFILE

PROFILE FOR BARLOCK

PROFILE MODEL CLOSING FINISHING

H30 WITH KEY STANDARD ANODIZED

H38 WITHOUT KEY STANDARD RAL7035 PAINTED

PAINTED RAL N°  H35*

*only for Barlock

Please note: 
max. dimensions 
1,5m2

MP1 MP2 MP3 MP4 MP5

MP7MP6

Only for H30 - H 38

Only for H35
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MEASURING
MEASUREMENTS
H tot Total height
H int Internal height
L Sliding room
C Light height
WU Light width 
WS Total width
D Guide and gasket edge
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